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1. ½” open-end wrench 

 
2. Pocket flat-head screwdriver 

 

Tools Supplied 

 
 
 
 
A. Top structure with motor assembly and 

masking bar (Headrail) 
 

B. Bottom structure with spring mechanism, 
masking bar, and control board 
 

C. Two short side-fascia members 
 

D. Wall bracket 
 

E. Wood screws 
 
F. Plastic shims 

 
G. ½” nuts 
 
H. #10-32 3/8” machine screws 
 
I. Drywall anchors, screws and washers  

 
J. IR wireless Remote Control  

(2 AAA batteries included) 
 

K. Installation and instruction manual 

Parts List 

 
 
 
1. #2 Philips Head Screwdriver 
 
2. ½” Socket Driver 
 
3. Level 

 
4. Carpenter’s Square 

 
5. Pencil 

 
6. Measuring Tape  
 

Tools Required 

 
 
 
1. 2” socket extension for socket 

driver 
 

2. Power screwdriver or variable 
speed drill 
 

3. Scissors  
(for unpacking) 
 

Optional Tools 
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Part 1: Unpacking your MasqueradeTM 

IMPORTANT NOTE: We highly recommend you retain ALL packaging materials in case you 
need to move your Masquerade masking system to another home theater in the future. 
 
Step 1 - Remove the accessory hardware pack and remote control. 
 
Step 2 - Remove the two shorter side frame members [part C] and 
set in a safe place.  Be careful with the fascia pieces so as to not 
damage the Black Hole™ trim.  Remove wall bracket [part D] from 
cardboard shelf 
 

 
If you purchased a Carada MMS Series 
projection screen (custom designed to 
fit with your Masquerade Masking 
System) please stop here and go to the 
instructions for mounting your screen 

FIRST. Once you have that installed, come back to 
these instructions to continue the Masquerade 
installation. 
 
If you have a Carada Criterion Series or Precision 
Series, or another brand projection screen please 
continue here to Step 3. 
 
 
Step 3 – Remove remaining screws from the sides of box and lay box flat on floor. [Figure 2]  
Pull protective plastic sheeting out and lay flat. 
 
 
Step 4 – Remove foam spacer blocks at each end of 
structure.  Using a ½” socket and the provided ½” 
open end wrench, remove the bolt that connects the 
two main structures to the U-shaped end brackets  
which are attached to plywood end-caps (the bolt 
passes through an aluminum spacer tube).  Carefully 
cut through plastic ties that hold bottom masking bar in 
place during shipping 
 
 
Step 5 - Place all packaging materials back in the box 
and reattach crate to plywood end-caps with the 
Philips head screws.  Store crate in a dry storage area 
in case it is needed in the future. 

 
Figure 1 

 
Figure 3 

 

 
Figure 2 
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Part 2: Attaching the wall bracket to the wall 
Pictures and instructions assume a sheetrock wall with studs behind on 16” centers – 
adjustments may have to be made for other mounting surfaces. For questions or concerns please 
email or call Carada for installation assistance. 

 
If you purchased a Carada MMS Series projection screen (custom designed to fit 
with your Masquerade Masking System) you should have already installed the 
MASQUERADE wall bracket along with the MMS Series projection screen 
according to the instructions that came with your projection screen. 
If so, proceed to PART 3 – Mounting the Masquerade – Step 10 

 
 
You should now have your projection screen installed on the wall. If you have a Carada Criterion 
Series or Precision Series, or another brand projection screen, please proceed to Step 6. 
 
Step 6 - The BOTTOM of the wall bracket [part D] should be 
mounted 4 5/8” above the top of the VIEWING SURFACE of 
your screen as pictured in Figure 4. 
 
Alternatively, you can subtract your screen frame’s width from 
4 5/8” and mount the bottom of the wall bracket that distance 
above your screen’s frame.  For example, if you have a 
projection screen with a top frame member that is 3 1/4” wide 
(like our Criterion Series frame), then the BOTTOM of the wall 
bracket should be mounted 1 3/8” above the top of the 
screen’s frame (4 5/8” - 3 1/4” = 1 3/8”).  Once you have 
computed the correct location, mark this location on your wall 
with a pencil. 

 
Step 7 – The bracket has slotted holes 4” apart so you should be able to align the bracket with the studs 
whether your studs are on 16” or 24” centers.  Center the bracket horizontally, then move it left or right as 
necessary to line the holes up with the studs in your wall and mark where they are.  
 
Step 8 – It is very common for walls in homes to not be truly flat; they can be convex or concave in 
multiple locations across the mounting area.  Find any high or low spots on your wall by holding a bracket 
horizontally on its bottom edge perpendicular to the wall using it as a straight edge along the pencil mark 
you made in Step 6.  Mark the high spot(s) with a pencil.  Then attach the bracket to the wall directly over 
the two highest spots (or in the middle if there is only one hump protruding outward on your wall).  To 
compensate for this irregular surface, use the included plastic shims [part F] to fill in the low-spots behind 
the bracket to compensate for that.  Use the appropriate shim thickness to keep the bracket flat but firmly 
secured to the wall.  Shims of different thicknesses can be combined if necessary to fill low spots. 
 
Step 9 – Finally, finish attaching the bracket to the wall with the supplied wood screws [part E] (for other 
wall-types, please choose an appropriate fastener).  Place the screws (or other fastener) in the center of 
the slot in the bracket so that you can make minor vertical adjustments if necessary.   

 

 
Figure 4 

IMPORTANT NOTE: Although having the masking system AND your projection screen perfectly level would 
be preferable, it is more important to make sure that the masking system MATCHES the orientation of your 
current screen.  For example, if your screen is slightly askew in the clockwise direction, then your masking system 
should be slightly askew in the same direction, to the same degree, so that the opening of the masking system, 
and the masks, will perfectly frame your viewing surface.  So when figuring the proper distance from your screen’s 
frame to the bottom of the wall bracket, carefully measure that distance in SEVERAL places across the length of 
the bracket to ensure that it is perfectly parallel with your screen’s frame and viewing surface. 




